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METU Instructions

Drain Fittings ST-G

Accessories

1.

2.

3.

4.

5.

6.

Drill a hole in the duct wall:

ST 1/2“	 = Ø 22 mm 
ST 3/4“	 = Ø 28 mm 
ST 1“	 = Ø 35 mm 
ST 1 1/2“	 = Ø 49 mm

For the installation on thicker duct walls the ST Funnel-Pul-
ler should be used beforehand, as the drain fitting might 
otherwise break.

Apply some sealant around the hole if the duct wall sur-
face is uneven or dirty, or if a higher tightness must be 
achieved.

One can also use a ring made pf PTFE.

Insert the drain fitting into the hole from inside the duct.

Place the funnel on the fitting followed by the nut from 
outside the duct. 

The flat area on the fittings allows to keep them from rot-
ating using pliers and without damaging its thread. 

Applying some grease between the nut and the fitting ea-
ses the tightening operation. A special anti-seize lubricant 
should be used on stainless steel drain fittings. 

Tighten the nut till the duct wall is slightly deformed to 
form a funnel-like area. 

The ST-G drain fittings 
are only suitable for rec-
tangular air ducts.
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METU Instructions

Drain Fittings ST-G

Accessories

7.
The ST Holding-Wrench allows tightening the drain fit-
tings easily without damaging the threads. 

It is especially recommended when a PTFE seal (optional) 
is used to increase the drain fitting‘s liquid tightness. 

The assembly is carried through as indicated above, except 
when the Holding-Wrench is used instead of the pliers. 

Please make sure that the lever faces the fitting‘s flat sur-
face, and then tighten the nut using a wrench.

More information can be found on our website  
 www.metu.de 

Installation videos are available on YouTube! 
Search for “METU” or scan the QR code.

http://www.metu.de
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METU Instructions

Drain Fittings ST-K

Accessories

1.

2.

3.

4.

5.

6.

Drill a hole in the duct wall:

ST 1/2“	 = Ø 22 mm 
ST 3/4“	 = Ø 28 mm 
ST 1“	 = Ø 35 mm 
ST 1 1/2“	 = Ø 49 mm

The puller cannot be used with the ST-K drain fittings be-
cause the conical washer is too small and too fragile to 
allow a heavy gage duct-wall to be deformed.

Apply some sealant around the hole if the duct wall sur-
face is uneven or dirty, or if a higher tightness must be 
achieved.

One can also use a ring made pf PTFE.

Insert the drain fitting into the hole from inside the duct.

Place the conical washer on the fitting followed by the nut 
from outside the duct.

The flat area on the fittings allows to keep them from rot-
ating using pliers and without damaging its thread. 

Applying some grease between the nut and the fitting ea-
ses the tightening operation. A special anti-seize lubricant 
should be used on stainless steel drain fittings. 

Tighten the nut till the duct wall is slightly deformed to 
form a funnel-like area. 

ST-K drain fittings are 
suitable for both rec-
tangular and round air-
ducts.
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METU Instructions

Drain Fittings ST-K

Accessories

7.
The ST Holding-Wrench allows tightening the drain fit-
tings easily without damaging the threads. 

It is especially recommended when a PTFE seal (optional) 
is used to increase the drain fitting‘s liquid tightness. 

The assembly is carried through as indicated above, except 
when the Holding-Wrench is used instead of the pliers. 

Please make sure that the lever faces the fitting‘s flat sur-
face, and then tighten the nut using a wrench.

Installation videos are available on YouTube! 
Search for “METU” or scan the QR code.

Legal Notice

The present additional information have been compiled 
carefully. They are only indications intended to provide 
counsel. They are the result of internal tests and informa-
tion provided by our suppliers. There is no guarantee for 
completeness and accuracy. The provided information do 
not discharge the users from conducting their own tests. 
Please make sure that the product is suitable for the in-
tended use and application. Changes, errors and omissions 
excepted. Copyright © METU Meinig AG 2026 / 2027. Free 
translation: the German version prevails.


